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PRESSURE SWITGH

NEMA 4, 4K, IPGa
BS2000M

Proof Pressure to 4000psi
Adjustable Ranges: 10~2400psi
Temperature: -20 to 205°C

The New-Flow PS2000W, a water proof pressure switch, is
designed to be used in control systems. PS2000W has high
set point repeatability and narrow dead band features.

A variety of range selections are available upon request. Dimensions
Easily adjusted to the set point, and no special tools needed! .
) 110 rﬂ,
Technical Data 5 5
Switch Data: one SPDT & two SPDT Microswitch, 3
15amps 125/250V, Gold Contact Microswitch 1A
125/250VAC
Housing: die cast aluminum alloy with paint 2 5 o L/2'NPT
Conduit Connection: %" or %" NPT Female ~Ho p—
Pressure Element: welded type diaphragm
Process Materials: wetted parts all in SS316 3
Process Connection: Y5" or 14" NPT Female T T 1
\1/2"NPT unit=mm

Range Selection Table

10R 10~100psi 2.8~6.4 3000psi

20R 35~200psi 4.3~7.0 3000psi

30R 50~300psi 4.3~7.0 3000psi

60R 100~600psi 5.0~15 3000psi

130R 100~1300psi 14.2~56.8 3000psi

240R 300~2400psi 14.2~71 4000psi
Ordering Information

10~100psi
100~1300psi

35~200psi
300~2400psi

50~300psi 100~600psi

| ()% NPT Female (2) %" NPT Female
[ (®)% NPT Female (F) %" NPT Female, standard

One SPDT

Two SPDT (one setting point)
Gold Contact (SPDT)

\
| Ps2000w | | | | |

| PN =

| Complete Ordering Code




PRESSURE SWITGH

EXPLOSION PRODF TYPE
BSamDN

CLASS I, GROUPS A, B, C, D;

CLASS Il, GROUPS E, F, G; NEMA 4X
Proof Pressure to 4000psi
Adjustable Ranges: 10~2400psi
Temperature: -25 to 205°C

The New-Flow PS2000X, an explosion proof pressure switch,

is designed to be used in control systems. PS2000X has high
set point repeatability and narrow dead band features. . .
A variety of range selections are available upon request. Dimensions
Easily adjusted to the set point, and no special tools needed! 145 108

. 126.5 73
Technical Data

Switch Data: one SPDT & two SPDT Microswitch,
15amps 125/250V, Gold Contact Microswitch 1A
125/250VAC

Housing: die cast aluminum alloy with paint
Conduit Connection: 34" or 2" NPT Female
Pressure Element: welded type diaphragm
Process Materials: wetted parts all in SS316
Process Connection: 12" or Y4" NPT Female TT

l'ﬁlullllnml

fExplasion Proat Type
L T

3/4"NPT

[T

186

unit=mm

1/2"NPT

Range Selection Table

10R 10~100psi 0.9~2.1 3000psi

20R 35~200psi 1.4~5.4 3000psi

30R 50~300psi 1.4~6.9 3000psi

60R 100~600psi 1.7~15.1 3000psi

130R 100~1300psi 5.5~15 3000psi

240R 300~2400psi 19.6~39.5 4000psi
Ordering Information

10~100psi
100~1300psi

35~200psi
240R | 300~2400psi

50~300psi 100~600psi

| ()% NPT Female (2) %" NPT Female
| (E)%" NPT Female, standard (F) %" NPT Female

1 One SPDT
2 Two SPDT (one setting point)
3 Gold Contact (SPDT)

 / \ \ /  / \ / l

| ps2000x | | | | | | Complete Ordering Code
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NEMA 4, 4K, IP6a
PRZADNT

Proof Pressure to 1000psi
Adjustable Ranges: 2~100psi
Temperature: -20 to 205°C

The New-Flow PS2100W, a water proof pressure switch, is

designed to be used in control systems. PS2100W has high C€
set point repeatability and narrow dead band features. A

variety of range selections are available upon request. Easily

adjusted to the set point, and no special tools needed!

Dimensions

Technical Data

Switch Data: one SPDT & two SPDT Microswitch,
15amps 125/250V, Gold Contact Microswitch 1A o 9
125/250VAC

Housing: die cast aluminum alloy with paint
Conduit Connection: 34" or 2" NPT Female
Pressure Element: welded type diaphragm
Process Materials: wetted parts are all in SS316 o p—
Process Connection: 2" or 4" NPT Female i

110 12

Tﬁ

50

1/2"NPT

184.5
[¢)
o

59.5

\1/2“NPT unit=mm

Range Selection Table

04R 2~12psi 0.2~0.4 1000psi

10R 2~16psi 0.2~0.5 1000psi

20R 2~20psi 0.3~0.6 1000psi

30R 3~28psi 0.3~0.8 1000psi

40R 7~100psi 0.7~2.0 1000psi
Ordering Information

m [zs |00 [l | o0 o | W8 oo | A |l

| v weTFemale (2) %" NPT Female
| (%" NPT Female (F) %" NPT Female, standard

1 One SPDT
2 Two SPDT (one setting point)
3 Gold Contact (SPDT)

v \/ v v v ¢

I PS2100W I I I I I I Complete Ordering Code




PB[SSIIIIE SWITCH
NEWA 4, 4X, IP6S
BSNAODMW

Proof Pressure to 1000psi
Adjustable Ranges: 2~100psi
Temperature: -20 to 205°C
Dead Band-: Adjustable

The New-Flow PSA2100W, a water proof pressure switch,
is designed to be used in control systems. PSA2100W
has high set point repeatability and narrow dead band
features. There are a variety of range selections available
upon request. Easily adjusted to the set point, no special

Miroe
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tools needed! Dimensions
110 12
Technical Data _ _ i
Switch Data: 20Amp @ 125, 250 or 480 VAC =
Housing: die cast aluminum alloy with paint
Conduit Connection: 3" or 12" NPT Female
Pressure Element: welded type diaphragm - L2'NPT
Process Materials: wetted parts are all in SS316 g R 0
Process Connection: 12" or %" NPT Female = | | — | |
Range Selection Table E\ Unitemm
. o o) [®
04R 2~12psi 125 1000psi = S & | i S 2041
10R 2~16psi 1.6~4 1000psi 1) o / | Actuator
20R | 2~20psi 2~5 1000psi PN N /
3R | 3~28psi 28~7 1000psi - Set Point Adjuster
40R 7~100psi 9.9~28.4 1000psi ‘e Positin—|) [d
BA@:,E () ()
e I I
E-Light D-Strong
Ordering Information

(1) %" NPT Female (2) %" NPT Female

One SPDT

| (%" NPT Female (F) %" NPT Female, standard

\
PSA2100W | | | | |

I Complete Ordering Code




PRESSURE SWITGH

EXPLOSION PRODF TYPE
RS2000N

CLASS I, GROUPS A, B, C, D;

CLASS Il, GROUPS E, F, G; NEMA 4X
Proof Pressure to 1000psi
Adjustable Ranges: 2~100psi
Temperature: -25 to 205°C

The New-Flow PS2100X, an explosion proof pressure
switch, is designed to be used in control systems.
PS2100X has high set point repeatability and narrow dead
band features. A variety of range selections are available

upon request. Easily adjusted to the set point, no special Dimension
tools needed! .
Technical Data 1265

3/4"NPT

Switch Data: one SPDT & two SPDT Microswitch,
15amps 125/250V, Gold Contact Microswitch 1A
125/250VAC

Housing: die cast aluminum alloy with paint
Conduit Connection: 3" or 2" NPT Female
Pressure Element: welded type diaphragm
Process Materials: wetted parts are all in SS316
Process Connection: '2" or ¥4" NPT Female

185.5

unit=mm

Range Selection Table

04R 2~12psi 0.2~0.4 1000psi

10R 2~16psi 0.2~0.5 1000psi

20R 2~20psi 0.3~0.6 1000psi

30R 3~28psi 0.3~0.8 1000psi

40R 7~100psi 0.7~2.0 1000psi
Ordering Information

| ()% NPT Female (2) %" NPT Female
| (B)%" NPT Female, standard (F) %" NPT Female

1 One SPDT
2 Two SPDT (one setting point)
3 Gold Contact (SPDT)

\/ \/ \/ \/ \/ ¢

I PS2100X I I I I I I Complete Ordering Code




PRESSURE SWITGH

EXPLOSION PROOF TYPE

Ro2200K

CLASS I, GROUPS A, B, C, D;

CLASS Il, GROUPS E, F, G; NEMA 4X
Proof Pressure to 1000psi
Adjustable Ranges: 0.05~9.8psi
Temperature: -25 to 205°C

The New-Flow PS2200X, an explosion proof pressure
switch, is designed to be used in control systems.
PS2200X has high set point repeatability and narrow dead
band features. A variety of range selections are available
upon request. Easily adjusted to the set point, no special
tools needed!

Technical Data

Switch Data: one SPDT & two SPDT Microswitch,
15amps 125/250V, Gold Contact Microswitch 1A
125/250VAC

Housing: die cast aluminum alloy with paint
Conduit Connection: 34" or 2" NPT Female
Pressure Element: welded type diaphragm
Process Materials: wetted parts are all in SS316
Process Connection: 12" or %" NPT male

Range Selection Table

Ce€

Dimension

145 108
126.5 23

3/4"NPT

196.5

1 _ch

«

1/2'NPT

unit=mm

04R 0.05~1.8 psi

0.015~0.3 1000psi

10R 0.4~2.8 psi

0.2~0.5 1000psi

20R 0.4~5.0 psi

0.3~0.6 1000psi

30R 1.6~9.8 psi

0.3~0.8 1000psi

Ordering Information

 wm [o0ims | R [oeags | am [oesom | W [iosmm

[ yw NPT male (@)% NPT male
| (E)%" NPT Female, standard (F) %" NPT Female

One SPDT

Two SPDT (one setting point)

Gold Contact (SPDT)

| | N =

\
| Ps2200x | | | | |

I Complete Ordering Code
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PRESSURE SWITCH T

NEMA 4, 4), IPGa =
RSO0

Proof Pressure to 3000psi
Adjustable Ranges: 10~1300psi
Temperature: -20 to 205°C
Dead Band: Adjustable

The New-Flow PSA2000W, a water proof pressure switch,
is designed to be used in control systems. PSA2000W

has high set point repeatability and adjustable dead band
features. There are a variety of range selections available : :
upon request. Easily adjusted to the set point, no special Dimensions
tools needed! 110 72

Technical Data 5 5
Switch Data: 20Amp @ 125, 250 or 480 VAC
Housing: die cast aluminum alloy with paint C)\
Conduit Connection: 34" or 2" NPT Female

Pressure Element: welded type diaphragm
Process Materials: wetted parts are all in SS316 Nj:
Process Connection: 2" or 4" NPT Female

50

1/2'NPT

175

50

Range Selection Table —
1/2"NPT
10R |  10~100psi 10~25 3000psi O]
Micro Switch 20AMP
20R |  35~200psi 12~30 3000psi p o oo Swite
- - . . Actuator
30R 50~300psi 28~50 3000psi Differentira—
Adjustment  [[™=
60R | 100~600psi 28~60 3000psi / Set Point Adjuster
130R | 200~1300psi 42~100 3000psi e posiin— Tl
~, I I
E-Light D-Strong
Ordering Information

10~100psi
130R | 200~1300psi

35~200psi 50~300psi 100~600psi

(

| ()% NPT Female (F) %" NPT Female, standard

One SPDT

1) %" NPT Female (2) %" NPT Female

\/
PSA2000W | | | | | | complete Ordering Code
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PRESSURE SWITGH

EXPLOSION PROOF TYPE
DSAZ0D0N

CLASS I, GROUPS A, B, C, D; : ——
CLASS I, GROUPS E, F, G; NEMA 4X
Proof Pressure to 3000psi
Adjustable Ranges: 10~1300psi
Temperature: -25 to 205°C

Dead Band: Adjustable

The New-Flow PSA2000X, an explosion proof pressure
switch, is designed to be used in control systems. . i
PSA2000X has high set point repeatability and adjustable  [jmensions
dead band features. There are a variety of range selections
available upon request. Easily adjusted to the set point, no
special tools needed!

Technical Data

Switch Data: 20Amp @ 125, 250 or 480 VAC - .
Housing: die cast aluminum alloy with paint °
Conduit Connection: 32" or 12" NPT Female
Pressure Element: welded type diaphragm
Process Materials: wetted parts are all in SS316
Process Connection: 2" or 4" NPT Female

Range Selection Table J T

10R 10~100psi 10~25 3000psi
20R 35~200psi 20~50 3000psi
30R 50~300psi 30~75 3000psi Micro Switch 20AMP
60R 100~600psi 60~150 3000psi Differentira—{-2

Dif
130R | 200~1300psi 130~325 3000psi Hustment Set Point Adjster

145
126.5 73

3/4"NPT

&>

186

126
T
111

Actuator

"E" Position

E-Light D-Strong L i

Ordering Information

10~100psi
130R | 200~1300psi

35~200psi

50~300psi 100~600psi

1) %" NPT Female (2) %" NPT Female

E) %" NPT Female, standard (F) %2" NPT Female

One SPDT

y
PSA2000X I I I I I | Complete Ordering Code




PB[SSIIIIE SWITCH
NEWA 4, 4X, IP6S
BSNAODMW

Proof Pressure to 1000psi
Adjustable Ranges: 2~100psi
Temperature: -20 to 205°C
Dead Band-: Adjustable

The New-Flow PSA2100W, a water proof pressure switch,
is designed to be used in control systems. PSA2100W
has high set point repeatability and narrow dead band
features. There are a variety of range selections available
upon request. Easily adjusted to the set point, no special
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tools needed! Dimensions
110 12
Technical Data _ _ i
Switch Data: 20Amp @ 125, 250 or 480 VAC =
Housing: die cast aluminum alloy with paint
Conduit Connection: 3" or 12" NPT Female
Pressure Element: welded type diaphragm - L2'NPT
Process Materials: wetted parts are all in SS316 g R 0
Process Connection: 12" or %" NPT Female = | | — | |
Range Selection Table E\ Unitemm
. o o) [®
04R 2~12psi 125 1000psi = S & | i S 2041
10R 2~16psi 1.6~4 1000psi 1) o / | Actuator
20R | 2~20psi 2~5 1000psi PN N /
3R | 3~28psi 28~7 1000psi - Set Point Adjuster
40R 7~100psi 9.9~28.4 1000psi ‘e Positin—|) [d
BA@:,E () ()
e I I
E-Light D-Strong
Ordering Information

(1) %" NPT Female (2) %" NPT Female

One SPDT

| (%" NPT Female (F) %" NPT Female, standard

\
PSA2100W | | | | |

I Complete Ordering Code
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PRESSURE SWITGH

EXPLOSION PRODF TYPE
ESAI00N

CLASS I, GROUPS A, B, C, D;
CLASS Il, GROUPS E, F, G;
NEMA 4X

Proof Pressure to 1000psi
Adjustable Ranges: 2~ 100psi
Temperature: -25 to 205°C
Dead Band-: Adjustable - -

The New-Flow PSA2100X, an explosion proof pressure

switch, is designed to be used in control systems. Dimensions
PSA2100X has high set point repeatability and narrow
dead band features. There are a variety of range selec- Ll 108

126.5 23

tions available upon request. Easily adjusted to the set
point, no special tools needed!

Technical Data 5 &o

Switch Data: 20Amp @ 125, 250 or 480 VAC
Housing: die cast aluminum alloy with paint
Conduit Connection: 34" or 2" NPT Female
Pressure Element: welded type diaphragm

Process Materials: wetted parts are all in SS316 Iﬁl
Process Connection: %2" or 4" NPT Female '

1/2"NPT
Range Selection Table

_ Micro Switch 20AMP

3/4"NPT

IR
-
[T 11

185.5

unit=mm

04R 2~12psi 1.2~3 1000psi
P P Differentira—L . 2 2 : Actuator
10R 2~16psi 1.6~4 1000psi Adjustment
- - Set Point Adjuster
20R 2~20psi 2~5 1000psi
-

30R | 3~28psi 28~7 1000psi ositon
40R 7~100psi 9.9~28.4 1000psi ‘ @:.E

E-Light D-Strong L l

Ordering Information

(

1) 4" NPT Female (2) %" NPT Female

(E) %" NPT Female (F) %" NPT Female, standard

One SPDT

\/
[ psa2100x | | | | | | complete Ordering Code
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